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Magnetic check valves 

 

 

 

 

 

 

 

Features 

   

 

IGLOO CVA series magnetic check valves are designed for installation in commercial refrigeration systems 

and in residential or industrial air conditioning plants. They ensure unidirectional flow of the refrigerant 

fluid, preventing backflow thanks to the magnetic actuator that guarantees high reliability standards. 

The design pressure (PS) up to 52 bar and the allowed temperature range from -40 °C to +150 °C permit 

safe and reliable installation also in systems using low boiling-point refrigerants such as R32, R290 and 

R1270, as well as in applications with high discharge temperatures. 

• Ensures the only correct flow direction 

• Magnetic closure element for high reliability standards 

• Compact and sealed design with no risk of external leakage: particularly 
recommended for applications with flammable refrigerants 

• Copper valve body with ODS solder connections 

• Built-in mechanical filter (strainer) with mesh 40 

• Low pressure drops during operation 

• Temperature range: -40 °C to +150 °C 

• Maximum working pressure: 52 bar (up to 5/8" - 16 mm) or 39 bar (up to 
7/8" - 22 mm) 

• CE certified according to PED Directive 2014/68/EU 

• 100% factory-tested 
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Approvals 

Technical 

information 

 

 

Standard supply 

 

Available models 

 

 

 

 

 

CE (PED, RoHS, REACH), EAC 

 
Suitable for HC, HFC, HFO refrigerants (and their blends) 

 

CVA Series 
magnetic type 

with built-in filter 
-40 ÷ +150 °C 

-40 ÷ +300 °F 

52bar (750psig) up to 5/8” (16 mm) 
39bar (560psig) up to 7/8” (22mm) 

 

CVA Series, magnetic type with built-in filter 

Mod. 
ODF Connessioni (aka ODS) 

Delta P 
Opening 

Kv (m3/h) PED 2014/68/EU 

mm inch bar UNI 9182:2010 Risk category 

CVA-6 - O.D. 3/8″ 0,2 1,3 

Excluded 
Art.4 Par.3 

CVA-8 - O.D. 1/2″ 0,2 2,5 

CVA-10 O.D. 16mm O.D. 5/8″ 0,2 2,8 

CVA-12 O.D. 19mm O.D. 3/4″ 0,5 4,5 

CVA-14 O.D. 22mm O.D. 7/8" 0,5 7,2 

 

The check valves comes with a built-in filter and are supplied individually packaged in a 
cardboard box, including installation instructions and CE certificate. 

Magnetic check valves for refrigerants 


